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TECHNICAL SHEET

ALLUMINIUM facings

RECOMMENDED USE

REFRIGERATION ROOMS
STORAGE CELLS
MATURING CELLS
CLEAN ROOMS
FALSE CEILINGS
AGGRESSIVE ENVIRONMENTS

0,6 mm

THICKNESS
OF THE FACINGS

STANDARD

Z-LOOCK

FINISH OF
THE FACINGS
SMOOTH
EMBOSSED
MICRORIBBED
CORRUGATED



ALUMINIUM facings

PANEL FEATURES
The peculiar characteristics of the Thermodular 
aluminium panel are:
- high resistance to corrosion from both atmospheric 
and polluting agents
- long life and low cost due to the reduced need for 
maintenance, a feature typical of aluminum lamina-
tes
- wide range of colors available
- walkability: thanks to the use of special aluminum 
alloys, the Thermodular panel has a high resistance 
to concentrated loads
- lightness: allows easy and rapid laying and 
handling, thus saving costs for the construction of 
insulating structures
- reaction to fire: The panels with extruded polystyre-
ne core and metal coatings comply with the fire 
reaction class according to UNI EN 13501, class 
B-s2, d0.

INSULATION FEATURES
Made of extruded expanded polystyrene foam 
(X-FOAM), with completely closed cells and almost 
zero water absorption, and Class1 reaction to fire.
The declared conductivity aged is 0.027 W / mK mea-
sured according to the UNI EN 13164-C.3 standard.

METALLIC FACINGS FEATURES
The aluminum alloy laminates can have very different 
characteristics among them, which make them 
suitable for various needs.
Aluminium is appreciated in applications where a 
good corrosion resistance of the panel is to be combi-
ned with good mechanical characteristics.
Furthermore, the lightness of aluminum is a very 
important feature if you do not want to overload 
support structures. Consult our technical department 
to choose the most suitable aluminum alloy for your 
needs.
The finishes are also various: smooth, embossed, 
micronervated or fretted, pre-painted in RAL 9010. 
The prepainted surfaces are supplied protected by a 
special adhesive film of removable polythene.
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(on request longer lengths compatible with transport 
problems)

PANEL DIMENSIONS
= Std, Thick.:
40, 60, 80, 100, 120, 160, 200, 220, 240 mm
= Span 1190 mm
= Lenght 13.500 mm 
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Maximum recommended light table for uniform loads for aluminum 
coated panels

TOLLERANCES
(as per UNI EN 14509 standard):

Width
Lenght
Thickness
Out of square

± 2 mm
± 10 mm (L > 3 m)
± 2 mm (Sp > 100 mm ± 2%) 
± 3 mm

FOR TRANSPORT, HANDLING AND STORAGE 
OF THERMODULAR PANELS:
It is suggested to follow the general indications 
contained in the “regulations on the handling, 
handling and storage of ribbed sheets, insulated 
panels and accessories” UNI EDL 201 approved by 
AIPPEG (on request it is possible to have the 
extract).
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Facing Core Uniform Load
mm mm kg/mq
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1,7 1,6 1,2 1,0 1,0 - - - - -25
2,5 2,0 1,8 1,6 1,5 1,2 1,0 - - -
3,2 2,7 2,4 2,2 2,0 1,7 1,4 1,2 1,0 -
4,0 3,3 3,0 2,7 2,5 2,0 1,9 1,6 1,3 1,2
4,7 3,8 3,5 3,2 2,9 2,5 2,2 2,0 1,7 1,5
5,3 4,4 4,0 3,7 3,3 2,9 2,6 2,3 2,0 1,8
6,5 5,4 4,9 4,5 4,0 3,5 3,2 3,0 2,7 2,4
7,5 6,3 5,8 5,3 4,8 4,2 3,8 3,5 3,2 3,0

Notice: the above data is provided for information only. Values and formulas 
must not be used to establish or calculate the range of the panel. The client 
and / or designer will be responsible for preparing appropriate calculations 
with specific reference to the individual use.
The partial and total use and reproduction of the brochure is strictly prohibi-
ted, unless authorized by the company. La Pannelli Termici S.r.l. reserves 
the right, at any time and without notice, to make any changes, improvemen-
ts or variations deemed necessary to the products and publications.


