
The exclusive technology 
from Pannelli Termici Srl 

for module up to 
a width 1200 mm.

This solution is 
designed for 

the maximum
cleanliness.
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GLASS COAT facings



R is a product of the TecnoProgram range clean 1200

GLASS COAT facings

PANEL FEATURES
Thermodular Clean 1200 is a product that has been 
developed to be applied in extremely critical areas 
within the food industry where the customer seeks 
maximum hygiene. To fully satisfy our customers, a 
new production process has been studied which 
allows continuous production of modules with a width 
of 1180 mm up to 2520 mm, allowing the use of fewer 
joints between the panels. Furthermore, for walls up 
to 2500 mm, by arranging the panels horizontally, 
walls WITHOUT JOINTS can be made. The panels 
can be supplied with special accessories useful to 
further increase the cleanliness of the environment, 
in particular you can get rounded corners using 
preassembled corner panels or profiles.

INSULATION FEATURES

Made of extruded expanded polystyrene foam 
(X-FOAM), with completely closed cells and almost 
zero water absorption, and Class1 reaction to fire.
The declared conductivity aged is 0.027 W / mK mea-
sured according to the UNI EN 13164-C.3 standard.

COATING FEATURES
Glass-fiber reinforced polyester resin, coated with 
food-grade Gelcoat, is a material that is very resistant 
to impact and is equally resistant mechanically and 
chemically, does not suffer from moisture, lactic acid 
or any type of salts or fats, it can also resist detergen-
ts aggressive over a long period of time. The stan-
dard thickness of the coating is 2 mm. The types of 
support that can be used for panels up to 1200 mm 
wide are the smooth or embossed glass coat. Both 
finishes offer a level of microbial and bacterial adhe-
sion tested in the manufacturer's laboratories and 
compatible with food use.
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(on request longer lengths compatible with transport 
problems)

PANEL DIMENSIONS
= Std, Thick.:
40, 60, 80, 100, 120, 160, 200, 220, 240 mm
= Span 1190 mm
= Lenght 13.500 mm 
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TOLLERANCES
(as per UNI EN 14509 standard):

Width
Lenght
Thickness
Out of square

± 2 mm
± 10 mm (L > 3 m)
± 2 mm (Sp > 100 mm ±) 
± 3 mm

FOR TRANSPORT, HANDLING AND STORAGE 
OF THERMODULAR PANELS:
It is necessary to follow the general instructions 
contained in the "regulations on handling, handling 
and storage of ribbed sheets, insulated panels and 
accessories" UNI EDL 201 approved by AIPPEG (on 
request it is possible to have the extract).


