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STEEL facings

PANEL FEATURES

Thermodular panels with galvanized steel facings are 

the most appreciated in applications where the best 

mechanical characteristics are sought. These panels 

are the most used in not particularly corrosive indu-

strial environments. Furthermore, the number of 

fasteners required is the absolute lowest compared 

to other materials. There are various colors available 

and various surface finishes: the sheet can be 

smooth, microribbed or corrugated. The prepainted 

surfaces are supplied protected by a special 

protection of removable adhesive polythene.

INSULATION FEATURES

Made of extruded expanded polystyrene foam 

(X-FOAM), with completely closed cells and almost 

zero water absorption, and Class1 reaction to fire.

The declared conductivity aged is 0.027 W / mK mea-

sured according to the UNI EN 13164-C.3 standard.

METALLIC FACINGS FEATURES

The metallic coating consists of a Sendzimir galvani-

zed steel laminate. This support is supplied pre-pain-

ted RAL 9010 through a continuous process, with a 

thickness on the side in view of 5-7 micron of primer, 

and 20 micron of paint with painting cycles that allow 

an optimal protection of the underlying metal. Consult 

our technical department for advice and for our 

special products supplied for specific needs of very 

high anti-corrosion.

There is also a version in plasticized prepainted 

galvanized steel, which was also positively tested for 

food suitability.
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(on request longer lengths compatible with transport 

problems)

PANEL DIMENSIONS

= Std, Thick.:

40, 60, 80, 100, 120, 160, 200, 220, 240 mm

= Span 1190 mm

= Lenght 13.500 mm
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Maximum recommended light table for uniform loads for aluminum 

coated panels

TOLLERANCES

(as per UNI EN 14509 standard):

Width

Lenght

Thickness

Out of square

± 2 mm

± 10 mm (L > 3 m)

± 2 mm (Sp > 100 mm ± 2%) 

± 3 mm

FOR TRANSPORT, HANDLING AND STORAGE 

OF THERMODULAR PANELS:

It is suggested to follow the general indications 

contained in the “regulations on the handling, 

handling and storage of ribbed sheets, insulated 

panels and accessories” UNI EDL 201 approved by 

AIPPEG (on request it is possible to have the 

extract).
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Facing Core Uniform Load

mm mm kg/mq
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3,2 2,5 2,3 2,0 1,6 1,2 2,0 - - -
4,2 3,5 3,0 2,6 2,4 1,8 1,4 1,2 1,0 -
5,2 4,2 3,8 3,5 3,0 2,6 2,0 1,6 1,3 1,0
6,0 5,0 4,5 4,0 3,6 3,0 2,4 2,0 1,6 1,5
7,0 5,7 5,0 4,7 4,2 3,6 3,0 2,4 2,0 1,8
8,5 7,0 6,3 5,8 5,0 4,5 3,8 3,0 2,7 2,4
9,5 8,2 7,2 6,5 6,0 5,3 4,6 4,0 3,4 3,0

Notice: the above data is provided for information only. Values and formulas 

must not be used to establish or calculate the range of the panel. The client 

and / or designer will be responsible for preparing appropriate calculations 

with specific reference to the individual use.

The partial and total use and reproduction of the brochure is strictly prohibi-

ted, unless authorized by the company. La Pannelli Termici S.r.l. reserves 

the right, at any time and without notice, to make any changes, improvemen-

ts or variations deemed necessary to the products and publications.

- reaction to fire: 

The panels with extruded polystyrene core and metal 

coatings comply with the fire reaction class according 

to UNI EN 13501, class B-s2, d0.


